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Architects and school administrators who are in the 
habit of specifying Weber Costello chalkboard 
know that their specification guarantees: 

• superior quality products from a long- 
established chalkboard manufacturer 

• prompt delivery and service from 
authorized franchise distributors 

• the service of competent factory 
trained chalkboard engineers 

• fewer maintenance problems 

I 

• genuine chalkboard satisfaction. 
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CHICAGO HEIGHTS-TORONTO 


WHAT YOU SHOULD KNOW ABOUT 
WEBER COSTELLO PRODUCTS 

1. Since 1896 

With Weber Costello the production 
of genuinely fine chalkboards is a 
business—not a sideline. For nearly 
three-quarters of a century research 
and production know-how have kept 
pace with current chalkboard trends, 
consistently setting standards of 
chalkboard excellence. 

2 . Guarantee 

Weber Costello chalkboard is guar¬ 
anteed to be free from defective ma¬ 
terial and imperfect workmanship 
for its normal lifetime—a guarantee 
that assumes real significance be¬ 
cause it is backed by Weber Cos¬ 
tello's reputation for consistent qual¬ 
ity and supported by well-establish¬ 
ed local distributors. 

3 . Distribution 

Weber Costello chalkboards are sold 
thru qualified stocking distributors, 
well-established firms well-known to 
architects, contractors and school 
men. Our field force of factory train¬ 
ed chalkboard engineers is available * 
for consultation and service. 

4 . Samples 

Write for samples. Weber Costello 
samples are cut from production 
runs. This is important for hand-made 
"sales samples" may or may not be 
representative of the chalkboard 
that will be delivered to the job. 

5 . The Right Chalkboard 

For Every Requirement 

There is a Weber Costello chalk¬ 
board for every requirement and to 
fit every budget. The Weber Costello 
name is your assurance that each 
is the finest chalkboard of its type. 


CHALKBOARDS 


Trade Name 

Hyloplate 

Hyloprest 

TYPE OF BOARD 

Laminated Long-Fibre 
Virgin Spruce. 

Cushion Surface 
Processed Hardboard. 

STRUCTURE 

Chalkboard body laminated 
by Weber Costello is uni¬ 
form and resilient. Mois¬ 
ture sealed. Velvety 
cushioned writing surface. 

Long-fibre pulpboard 
bonded to hardboad 
to provide Hyloplate cush¬ 
ioned writing plus sturdy 
hardboard backing. 
Moisture sealed. 

COLORS 

Litesite Green and 

Jet Black 

Litesite Green and 

Jet Black 

WIDTHS 

3V2 and 4 ft. 

3 ]/ 2 and 4 ft. 

LENGTHS 

6, 8, 10, 12 ft. 

6, 8, 10, 12 ft. 

THICKNESS 

.215 Inch 

.290 Inch 

SHIP. WT. 

PER SQ. FT. 

1 lb. 

1.5 lb. 

INSTALL WITH 

Webco No. 50 Cement 
Centerline Method 

Webco No. 50 Cement 
Centerline Method 

USE METAL 

JOINT 

No. 12 

No. 14 

SPECIFICATION 

See page 8 

See page 8 


CORKBOARDS 


Trade Name 

Webtex 150 

Webtex 151 

Webtex 154 

STRUCTURE 

1/8" thickness of 
linen finish cork 
mounted on pulp- 
board backing. 

Backing is 
moisture sealed. 

1/8" thickness of 
linen finish cork 
mounted on pulp- 
board backing. 

Backing is 
moisture sealed. 

14" thickness of 
linen finish cork 
mounted on hard¬ 
board backing. 

COLOR 

Nu-Tan 

Soft Green 

Nu-Tan 

WIDTH 

3V2 and 4 ft. 

3V2 and 4 ft. 

3V 2 and 4 ft. 

LENGTH 

6, 8, 10, 12 ft. 

6, 8, 10, 12 ft. 

6, 8, 10, 12 ft. 

THICKNESS 

5/16 Inch 

5/16 Inch 

V 2 Inch 

SHIP. WT. 

PER SQ. FT. 

1 lb. 

1 lb. 

194 lb. 

INSTALL WITH 

Webco No. 50 
Cement Centerline 
Method 

Webco No. 50 
Cement Centerline 
Method 

Webco No. 50 
Cement Centerline 
Method 

USE METAL 
JOINT 

No. 14 

No. 14 

16 

SPECIFICATION 

Bulletin Boards shall be: (Here specify one of the Bulletin Board 


Webco Map and Display Rail ( See Pa 9 e 6 For DetaI,ed Drawings) 

Single channel .0375 steel rail for holding individual maps or heavy map cases. Man¬ 
ufactured in nickel finish in 4 and 6-ft. lengths. Inverted rail channel cannot collect 
dust. No cork inserts—nothing to wear out or deteriorate. Easily installed with a screw 
driver. Use with hooks described below. 


No. 1 Clip-Hook: Heavy hook for maps 
and map cases and strong spring clip 
for paper displays. May be attached 
or removed at any point. Cannot come 
loose accidentally. Nickel-finish. 


No. 3 Display Hook: a spring steel clip 
for holding paper, cloth or cardboard 
displays. Hook is 4 inches long. Install 
under the same screws that hold map 
rail. In nickel finish. 
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CHALKBOARD - BULLETIN BOARD „ 

ALUMINUM TRIM 

MAP AND DISPLAY RAIL We 


Sterling 

Crown 

Metalsite 

Vitoprest 

Vitobest 

Treated Cement Asbestos 

Specially Processed 

Hardboard 

Steel 

Hardboard 

Treated Cement Asbestos, 

Manufactured to exclusive 
Weber Costello formula 
from Portland cement and 
long-fibre asbestos. Mois¬ 
ture sealed. Superior wri¬ 
ting surface. 

Dense, sturdy hardboard 
chalkboard body with 
satin smooth writing 
surface. 

Single ply steel can 
be mounted direct to 
wall with or without 
backing material. Fine 
chalkboard writing 
surface. 

Chalkboard body is 
specially processed, 
dense and sturdy. 
Scientifically applied 
writing surface for 
smooth, easy writing. 

Long-lasting cement 
asbestos chalkboard 
body, manufactured to 
Weber Costello speci¬ 
fications, is sealed 
against moisture. 

Litesite Green and 

Jet Black 

LightGreen and Black. 

Green and Black 

LightGreen, Black, 
Contemporary Coral, 
Complimentary Brown, 
Luminary Olive Green, 
Twilight Blue 

LightGreen, Black, 
Contemporary Coral, 
Complimentary Brown, 
Luminary Olive Green, 
Twilight Blue 

3V2 and 4 ft. 

3V2 and 4 ft. 

3V2 and 4 ft. 

3 V 2 and 4 ft. 

3 V 2 and 4 ft. 

6 and 8, ft. 

6, 8, 10, 12 ft. 

6 and 8 ft. 

6, 8, 10, 12 ft. 

6 and 8, ft. 

5/32 Inch 

Vi Inch 

.0516 Inch 

Vi Inch 

V 2 Inch 

5/32 Inch 

1.9 lb. 

1.5 lb. 

2.25 lb. 

V* Inch - 1. 5 lb. 

V 2 Inch - 2.5 lb. 

1.9 lb. 

Webco No. 50 Cement 
Ventilated or Spot Method 

Webco No. 50 Cement 
Centerline Method 

Metalsite Mastic 

Solid Coverage 

Webco No. 50 Cement 
Centerline Method 

Webco No. 50 Cement 
Ventilated or Spot Method 

No. 11 

No. 12 

No. 20 

Vi Inch - No. 12 

V 2 Inch - No. 16 

No. 11 

See page 8 

See page 8 

See page 8 

See page 8 

See page 8 


Webtex 155 

Tac-On No. 1 

Tac On No. 2 

Wood-Kor 

Presko 

Vi” thickness of linen 
finish cork mounted on 
hardboard backing. 

1/8" thickness 
open grain cork mounted 
on pulpboard backing 
Backing is moisture sealed. 

Vi” thickness 
open grain cork mounted 
on pulpboard backing 
Backing is moisture sealed. 

1/8" thickness 
of linen finish cork 
Mounted on pulp core 
and hard backing. 

1/8" thickness 
of pebble grain cork 
mounted on pulpboard 
backing. Backing is 
moisture sealed. 

Soft Green 

Tan 

Tan 

Web-Gray 

Tan 

3V2 and 4 ft. 

3V2 and 4 ft. 

3V2 and 4 ft. 

4 ft. 

3V2 and 4 ft. 

6, 8, 10, 12 ft. 

6, 8, 10, 12 ft. 

6, 8, 10, 12 ft. 

8 ft. 

CM 

O 

CO 

> 

CO 

V 2 Inch 

5/16 inch 

7/16 inch 

5/16 inch 

5/16 inch 

1 Vi lb. 

1 lb. 

1% lb. 

2 lb. 

1 lb. 

Webco No. 50 Cement 
Centerline Method 

Webco No. 50 Cement 
Centerline Method 

Webco No. 50 Cement 
Centerline Method 

Webco No. 50 Cement 
Centerline Method 

Webco No. 50 Cement 
Centerline Method. 

16 

14 

16 

14 

14 


Corks listed above) as manufactured by Weber Costello Co., Chicago Heights, Illinois. 


Lit’etrim Aluminum Trim 

Beauly of design: Litetrim provides beauty for the chalkboard 
setting coupled with classroom utility. Only expertly 
designed, extruded aluminum can provide the architectural 
excellence and clean, graceful lines found in Litetrim. 

Structural Strength: Litetrim is made of heavy .093 extruded 
primary aluminum alloy and is designed to withstand 
stress and strain. Curved chalk trough holds erasers out 
of the chalk dust — helps keep them clean. 

Specifications and Detail Drawings: See page 7. 


Number 

30-700 

30-701 

30-702A & B 

Description 

Chalk and Eraser 
Rail 

End Plate Assembly 
for ends of chalk 
Rail 

Chalkboard and 
Cork Molding. 

Lengths 

6, 8, 10, 12 ft. 

— 

4, 6, 8, 10, 12 ft. 

Number 

30-704 

30-705 

30-706 

Description 

Comer Piece 

Display Rail 
Molding for Top 
of Chalkboard 

Combination Dis¬ 
play Rail for Cork 
and Chalkboard 

Lengths 


6, 8, 10, 12 ft. 

6, 8, 10, 12 ft. 

- 
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IODULAR MULTI-UNITS 

:halkboards — bulletin boards 


READY-TO-HANG EASY-TO-MOVE 

EDUCATIONALLY CORRECT FOR MODERN CLASSROOMS 


Chalkboard and bulletin board units attractively 
framed in heavy, .093 gauge aluminum. Installa¬ 
tion problems are eliminated. No backings are re¬ 
quired. Units adjust outward 11 inches at bottom. 


Flexibility: As enrollments vary from year-to-year Modu¬ 
lar Multi-Units may be moved from room to room, into 
temporary classrooms or from school to school. By pro¬ 
viding alternate hangers the units may be moved from 
place to place to serve various centers of interest. 



Chalkboard 

Chalkboard 

Cork 

Plastic Fibre 

UNIT NO. 

70-540 

70-540 Vi 

70-541 

70-541 Vi 

70-542 

70-543 

70-546 

70-547 

SIZE 

4X8' 

4X4' 

4X8' 

4X4' 

4X8' 

4X4' 

4X8' 

4X4' 

COLOR 

Litesite Green 

Litesite Green 

Web-Gray 

Available colors as selected 

MAP RAIL 

AT TOP 

yes 

yes 

no 

no 

/ 

no 

no 

no 

no 

CHALKTROUGH 

yes 

yes 

yes 

yes 

no 

no 

no 

no 

WEIGHT 

75 

48 

45 

39 

39 

23 

39 

23 

SHIP. WEIGHT 

102 

56 

72 

57 

72 

41 

72 

41 

BOARD STRUCTURE 

Hyloprest Chalkboard has layer of long-fibre pulpboard 
laminated to treated hardboard. Excellent writing surface. 
Total thickness .290 inches. 

1/8" layer of fine grained 
cork laminated to Wood-Kor 
backing. 

Heavy layer of textured fab¬ 
ric laminated to wood fibre 
backing. 


FRAMES 


Extruded from durable primary aluminum, minimum .093 gauge. Attractive anodized finish. 


INSTALLATION 


SPECIFICATION 


Suspend from two hangers provided with each unit. Attach hangers with lead shield anchors provided. Install 
striker plate at bottom to engage magnetic power latch. Magnetic locking device permits removal of unit from wall 
or the unit may be swung outward at bottom to provide inclined working surface. 


All chalkboard Units shall be Weber Costello Modular All Bulletin Board Units shall be Weber Costello Modular 

Multi-Units 4 x 8' (or 4 x 4') with map rail (or plain mold- Multi-Units of cork (or plastic bulletin board) 4x8' (or 

ing) at top and chalk trough the full length of unit. 4 x 4'). 


WEBCO EASY-MOUNT 

(CHALKBOARDS) UNITS (BULLETIN BOARDS) 


READY FRAMED EASY-TO-HANG 

EASY-TO-MOVE TO ALTERNATE LOCATIONS 


Durable, factory built chalkboards and bulletin 
boards. Prefabricated and delivered to the job ready 
to hang on the wall. Engineered to add flexibility to 
both new classrooms and renovation programs. No 
backing or special wall preparation is required. In¬ 
stallation costs are virtually eliminated and units 
may easily be moved to other locations, as required 


from year to year. Heavy-gauge, continuous alumi¬ 
num channel molding has turned corners to eliminate 
sharp edges. Concealed hangers. Although Webco 
Easy-Mounts do not have some of the deluxe fea¬ 
tures of the Modular Multi-Units described above, 
they are truly the finest units available where both 
preframed construction and economy are desired. 



CHALKBOARD 

CORK BULLETIN BOARD 

LENGTHS 

4, 6, 8, 10, 12 ft. 

4, 6, 8, 10, 12 Fte 

WIDTHS 

3/2 and 4 Ft. 

3/2 and 4 Ft. 

COLORS 

Black, LightGreen, 

Contemporary Coral, Complimentary Brown, 

Luminary Olive Green, Twilight Blue. 

Tan 

CHALK 

TROUGH 

Yes 

No 

STRUCTURE 

Vi Vitoprest Chalkboard in sturdy channel aluminum molding. 

1/8" cork surface built up to total thickness of 
V 2 inch. 

INSTALLATION 

Suspend from two concealed hangers at top. Attach to wall at 
bottom with two concealed screws set in predrilled holes in frame 
beneath the chalktrough. 

Suspend from four concealed hangers - one in 
each corner of unit. 

SHIP. 

WEIGHT 

Approximately 2/2 lbs. per sq. ft. 

Approximately 1 3 A lbs. per sq. ft. 

SPECIFICATION 

Chalkboards shall be Webco Easy-Mount Units as manufactured 
by Weber Costello Co., size (here indicate size), color (here 
indicate color). 

Bulletin Boards shall be Webco Easy-Mount Units 
as manufactured by Weber Costello Co., size 
(here indicate size), Color Tan. 
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WEBCO SLIDING UNITS 

Chalkboards — Bulletin Boards — Display Case Facings 
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SLIDING FRAME. 
GROOVED FOR 
CONVENIENT 
FINGER FUEL 

IRUBbER STOPS 

Ion fixed frame 




TOP FRAME 

SHOWING 

INSTALLATION 

TOP GUIDE 
FOR SLIDING 
UN IT 



SILENT NYLON ROLLERS 

INTERLOCKING FRAME 
4 TRACK HELD W/ 
CONCEALED SCREWS 



WEBCO 
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CHALKBOARD: Two sliding chalkboard 
panels with full length back panel fixed 
permanently to the wall. 


Unit 

Height 

Lengths 

Depth 

Sliding 

Panel Size 

Available 

Combinations 

Locking 

Assembly 

Chalkboard 
Corkboard 
Display Case 
Facing 

4 Ft. 

6 Ft. 

8 Ft. 

10 Ft. 

1 13/16" 

4 x 3 Ft. 

4 x 4 Ft. 

4 x 5 Ft. 

Sterling or 
Vitoprest 
Chalkboards; 
Webtex Corks; 
Glass Doors 

Optional 
On All 
Units 


S , PECIFI ? ATIONS: Chalkboards < or Bulletin Boards), (or Display Case Facing) shall be 
Webco Sliding Units, height 4 ft., overall length 6, 8 or 10 ft., as manufactured by Weber 
Costello Company and installed according to the manufacturer's instructions. 


ASSEMBLY AND INSTALLATION 

Assembly: Assemble units on the job or order factory assembled. 

Installation: Attach mounting brackets at top and bottom of unit. Fix 
back panel of cork or chalkboard permanently to the wall. Lock unit 
frame to wall brackets with concealed set screws. 

Display Case Facing: Attach unit frame to display cabinet—either re¬ 
cessed or built out from wall. Two sliding glass panels are completely 
framed. Glass for doors is supplied with unit or may be obtained from 
local source. 



CORK BULLETIN BOARD: Two sliding 
panels with full length back panel. 
Combined with chalkboard or glass 
doors in any desired combination. 


FEATURES 

Frames: Heavy gauge, anodized aluminum, smartly styled with clean 
lines to add beauty and facilitate ease of maintenance. 

Sliding Mechanism: Panels glide quietly on nylon wheel assemblies 
rolling on raised aluminum track. Track is removable for easy clean¬ 
ing. Rubber bumpers in each end of frame. 

Die-Cast Mitre Brackets: Insure securely locked, tight fitting frame and 
mitres. 

Interchangeable Panels: Sliding panels may be easily interchanged 
(chalkboard panel replaced by cork, etc.) or removed for easy cleaning 
and maintenance. 

Chalkboard: World s finest chalkboard surface for smooth writing and 
easy erasing. In eye-restful green or conventional jet black. 

Webtex Corkboard: In Nu-Tan or Soft Green (See page 2) 



DISPLAY CASE FACING: Two sliding 
glass doors. Attach to face of display 
case. Locking device is optional. 


Weber Costello Company 
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READI-FRAMED CHALKBOARDS 
INSTALLATION DETAILS 





LARGE WALL CHALKBOARDS 


For Temporary Classrooms 

Finest quality chalkboards in a vari¬ 
ety of sizes to serve many needs. Com¬ 
pletely framed and ready to hang on 
the wall. Large sizes are ideal for class¬ 
rooms, churches training programs, 
office or factory use. Genuine Hylo- 
plate Chalkboard in Black or Litesite, 
the refreshing green chalkboard de¬ 
signed for better seeing. Litesite brings 
beauty and pleasing color to any sur¬ 
roundings. 


Style E—Wood Frame Style AE—Aluminum Frame 


No. 

1 to 

2 to 

Overall 

No. 

Ship. Wt. 


Ctn. 

Ctn. 

Size 

3 x 4 ft. 

OAE 

1 to Ctn. 

29 lbs. 

IE 

30 lbs. 

51 lbs. 

y /2 x 5 ft. 

1 AE 

35 lbs. 

2E 

42 lbs. 

64 lbs. 

3/2 x 6 ft. 

2AE 

45 lbs. 

4E 

70 lbs. 

110 lbs. 

3'/ 2 x 8 ft. 

4AE 

54 lbs. 

6E 

88 lbs. 

128 lbs. 

3'/ 2 x 10 ft. 



8E 

103 lbs. 

147 lbs. 

3'A x 12 ft. 



I2E 

42 lbs. 

65 lbs. 

4 x 6 ft. 

I2AE 

50 lbs. 

I4E 

58 lbs. 

90 lbs. 

4 x 8 ft. 

I4AE 

64 lbs. 

I6E 

I8E 

110 lbs. 
142 lbs. 

140 lbs. 

185 lbs. 

4 x 10 ft. 

4 x 12 ft. 




Style AE—Aluminum Frame: A truly 
attractive chalkboard with heavy-duty 
anodized aluminum frame and chalk 
trough. Frame is equipped with hang¬ 
ers. Choice of Jet Black or Litesite green. 

Style E—Wood Frame: Ponderosa 
frame is unfinished so that it can be 
painted or varnished to match other 
woodwork. Choice of Jet Black or Lite¬ 
site Green. Specify Color. 


METAL WALL-LOCKED KERF & SPLINE 

Concealed joint for use with Vi-inch Vitoprest Chalk¬ 
board. Fasten joint directly to wall. Permits butt-joint 
installation so that writing surface is free of metal joint. 
Specify Metal Wall-Locked Kerf and Spline Joint 16K. 





DETAIL DRAWINGS OF TYPICAL CHALKBOARD INSTALLATIONS 



WEBCO MAP RAIL 

Easily installed over wood 
or metal molding. No. 1 
Clip Hook Holds maps oi 
map cases and can be at¬ 
tached cr removed a any 
point. No. 3 Clip-Hook is 
for paper displays. Nickel 
finish. 


Weber Costello Company 





















































































































#30-700 *#30-702A, #30-702-B #30-705 #30-706 

Chalk and Side and Cork Display Rail Combination Dis- 
Eraser Rail Molding Molding play Rail Moldg. 

Lengths 6, 8, 10, 12 ft. 4, 6, 8, 10, 12 ft. 6, 8, 10, 12 ft. 6, 8, 10, 12 ft. 
‘Use 30-702A for Hyloplate, Sterling, Vitobest Chalkboards and Vi" cork carpet. 

*Use 30-702B for Hyloprest, Crown and Vitoprest Chalkboards and all 5/16" corks 
listed on pages 2 and 3. 

SPECIFICATION 

MATERIAL: All chalk trough and trim shall be LITETRIM as manufactured by Weber 
Costello Co., and shall be furnished in stock lengths, cut to fit on the job. All sec¬ 
tions shall be extruded primary aluminumalloy not less than .093 gauge. End plates 
and comers shall be provided as specified. 

INSTALLATION: After setting chalkboards and cork, chalk trough and trim shall be 
accurately fitted and fastened in place with aluminum screws provided by the 
manufacturer. 


LITETRIM ALUMINUM TRIM 




CORNER OF SIDE PIECE 
& DISPLAY RAIL MOULDING 
WHERE NO CORK IS USED 
OVER CHALKBOARD 


ALTERNATE CORNER 
INTERSECTION WITH 
MITRE JOINT 



T]- 1 —1 



7 ^ i 

I 



k I 


No. 30-705 


CN ■ 








ALTERNATE METHOD OF I 
FINISHING ENDS OF/ TROUGH 
COPE IN FIELD 


FRONT VIEW OF CHALKTROUGH & SIDE RAIL 



DISPLAY RAIL 
MOLDING 



CORK & DISPLAY 
RAIL MOLDING 



SIDE AND 
CORK MOLDING 



RAIL 




ERASER RAIL 
END PLATE 


Weber Costello Comp^H 






































































































































NOTE: Under Section Cl use only the paragraph applic¬ 
able to the Weber Costello chalkboard you are specifying. 


SPECIFICATIONS 


(A) Carpentry Work 

(Al) Chalkboards shall be furnished and set by the con¬ 
tractor. He shall be entirely responsible for their good 
condition after delivery: (List chalkboards required). 

(A2) Provide accurately set backings surrounding all 
chalkboards and moldings in accordance with the detailed 
drawings supplied by the architect. 

(A3) When chalkboards are installed on masonry, the 
masonry shall be given two coats of moisture-proof paint. 

(B) Painting (Omit if Aluminum Trim is used) 

(Bl) All chalkboard trim (except inner loose tack mold) 
shall be completely finished before chalkboards are set. 

(B2) The inner loose tack mold of chalkboard trim shall 
be finished up to the last coat before installation. 


(C) Materials 

(Cl) Chalkboards — Chalkboards shall be: (Here insert 
one of the following specifications or specify Modular 
Multi-Units, Webco Easy-Mount Units, or Webco sliding 
units (see pages 4 and 5). 

HYLOPLATE Litesite Green (or Jet Black Hyloplate) as 

manufactured by Weber Costello Co., Chicago Heights, Ill. 
Any other board which the contractor may consider shall be 
submitted for approval and if ;he cost of such board is less 
than that of Hyloplate the contractor shall refund the dif¬ 
ference to the owner, or if a board costing more is ap¬ 
proved the owner will reimburse the contractor. 

STERLING Litesite Green (or Jet Black Sterling) as manufac¬ 
tured by Weber Costello Co., Chicago Heights, Ill. Any other 
board which the contractor may consider shall be submitted 
for approval and if the cost of such board is less than that 
of Sterling the contractor shall refund the difference to the 
owner, or if a board costing more is approved, the owner 
will accordingly reimburse the contractor. 

HYLOPREST Litesite Green (or Jet Black) as manufactured by 
Weber Costello Co. The backing shall be hardboard, 
treated and sealed by Weber Costello methods against 
moisture. To the backing shall be applied one lamination 
of spruce fibre board to provide the cushioned Hyloplate- 
type writing surface. Total thickness .290 inches. 

CROWN LightGreen (or Black) as manufactured by Weber 
Costello Co. The backing shall be processed hardboard, 
Vi" thick. 

VITOPREST (Specify color) as manufactured by Weber 
Costello Co. The backing shall be processed hardboard, 
Vi” thick. 

VITOBEST LightGreen (or Black) as manufactured by 
Weber Costello Co. The backing shall be cement-asbestos, 
5 /32" thick, specially treated and sealed against moisture. 


TO BETTER 

The Weber Costello chalkboard program is designed 
to provide total service to architects, contractors, 
School Administrators and the ultimate classroom 
user thru: (1) top quality chalkboard products (2) 
stocked and sold thru reliable, well-established dis¬ 
tributors, plus (3) competent, factory-trained chalk¬ 
board experts to assist in any problems of installa¬ 
tion and maintenance. 


METALSITE Green (or Black) as manufactured by Weber 
Costello Co., with writing surface applied to 18 gauge steel 
with no backing required. 

All chalkboards shall have surfaces perfectly true and 
uniform, and free from defects. Joint edges shall make 
angles of 90 degrees with top or hanging edge. Bottom 
edge shall be parallel with the top edge. 

(C2) Cement — Cement for erecting chalkboard and bulletin 
boards (not un-mounted cork) shall be Weber Costello's 
Webco No. 50 Cement. 

(C3) Metal Chalkboard Joints — Chalkboard joints shall be 
made with W. C. Rustproof Metal Joints, slated finish. 

fC4) Chalkboard Molding — Moldings shall be Litetrim 
Aluminum Moldings as manufactured by Weber Costello 
Co. (or wood moldings) according to detailed drawings 
supplied by the architect. 

(C5) Display Rail — Display rail shall be Webco Map and 
Display Rail as manufactured by Weber Costello Company. 

(C6) Bulletin Boards — Bulletin boards shall be: (Here spec¬ 
ify one of the corks listed on pages 2 and 3) ... as manu¬ 
factured by Weber Costello Company. 

(D) Chalkboard Sizes and Lengths 

(Dl) Widths — All widths shall be as shown on architect's 
drawings (3Vfe ft. or 4 ft.). 

(D2) Lengths — All sections shall be in multiples of manu¬ 
factured lengths: (Hyloplate, Hyloprest, Vitoprest, and 
Crown—6, 8, 10 and 12 ft., Sterling, Vitobest, Metalsite 
— 6 and 8 ft.) 

(E) Chalkboard Setting 

(El) Chalkboard erection shall be in accordance with Web¬ 
er Costello's installation directions, details of which are 
furnished with each shipment. Wall backing, of whatever 
material, shall be thoroughly dry. (E2 does not apply if 
aluminum trim is used). 

(E2) No chalkboard shall be set until the final coat of finish 
has been applied and has dried on the chalkboard wood¬ 
work trim (except loose tack mold). 

(F) Cleaning and Breaking in Chalkboard 
Surfaces 

Upon completion, the contractor shall clean and properly 
break in all chalkboard surfaces and leave these surfaces 
in perfect, ready-to-use condition. 

(G) Direction Plates 

In each room fasten permanently, where directed by 
architect, the instruction plate furnished by Weber Costello 
bearing directions for breaking in and care of chalkboard. 
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